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5X ADJUSTABLE IP67 WATERPROOF EASY
ZOOM 1 METER 30 MIN TOUCH

BATTERIES

To replace batteries, unscrew the bottom cap and
remove the battery adapter. Remove existing
batteries and install (9) AA new alkaline batteries.
Insert the adapter back into the ashlight. Reinstall
the bottom cap.

DO NOT mix old and new batteries.

DO NOT mix alkaline, standard (carbon-zinc), or
rechargeable (Ni-Cad, Ni-MH, etc.) batteries.

Four light modes and
up to 16 hour runtime

OPERATION

This ashlight features an -asy Touch button
that utilizes full and-half press actions to operate.

FULL PRESS to turn the light on and off and cycle
through modes:
High > Off > Medium > Off > Low > Off > Strobe

HALF PRESS to cycle through modes without OFF
in between.

After ashlight has been off for 8 seconds, the next
mode will start over at High

MODES OUTPUT RUN TIME BEAM DISTANCE
(Lumens) (Meters)

MEDIUM 800 4h 110

STROBE

Twist to adjust from a wide-area
pattern to a focused beam

Easy Touch allows you to quickly cycle through
modes with a half-press of the button

If you experience a problem, please do not
I LIMITED I return to your local store. Contact our
Customer Service team at 800-255-6061
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WARRANTY

For warranty information or to register
you product, visit OUR WEBSITE




