
Feed the threeAnchor screws through the holes . Tighten the Anchor Screws into the ceiling anchors untthe mounting plate sits flush against the ceiling.(FIG A)
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Hold Mounting Bracket up to junction box with flange facing down . Align breach side of the Mounting Bracket parallel to nearest wall. 
Screws mounting bracket to j-box.Drill the three holes using the appropriate type and sizdril bit. 
Insert anchors into the holes.Install the Mounting Plate to the Outlet Box busing three Mounting screws . 

CONSULT A QUALIFIED ELECTRICIAN BEFORE INSTALLING
Step 1:

Step 2:

Step 3:

Before working wire connections , attach to hook side of safety cable on Mounting Bracket.(FIG B)

With the power turned off ,Connect the green groundwire from the fixture to the bare copper groundwire from the junction box using a wirenut 
( If house wiring does not include a ground wire ,consult it your local electrical code for approved grounding methods ) 
Use Wirenuts to connect black fixture wire to the black power supply wire and white fixture wire to the white power supply wire .(FIG C)

Attach provided to indents ( opening ) of the Mounting Bracket and align mounting tabs on back of the fixture with indents in the Mounting Bracket.(FIG D)Step 4:

Using sticker on the fixture ( reference point for mounting tab ) and on the ceiling as reference point , lift fixture up to the ceiling and rotate 
clockwise until fixture is secured ( 45-degree turn until it locks ).(FIG E)
Step 5:
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