
LED LINEAR LIGHT (Pendant)

4’ - L 48.5’’ × W 2.17’’× H 2.76’’

8’ - L 96.5’’ × W 2.17’’ × H 2.76’’ 

34W LED, 120V~277V 50/60Hz(Dimmable LED driver included)

67W LED, 120V~277V 50/60Hz(Dimmable LED driver included)

Standard Length, 4ft and 8ft

Linkable freely, Max 84ft one line
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Anti-lightleak clip
Rubber sucker
Diffuser
Disassembly tool
Carrier
Al profile
AC cable

1. Remove anti-lightleak clips, use rubber
    sucker and disassembly tool to take
    off diffuser and carrier.
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2. Plug-in AC cable, assemble carrier, 
    diffuser and anti-lightleak clips.
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TRIAC/ 0-10V dimming
(B) Black: AC-L live wire
(W) White: AC-N zero wire
(G) Green:       GND
(Pu) Purple: 0-10V dimming wire (+)
(Pi) Grey 0-10V dimming wire (-)
(H) Wire connector x 5
(Do not connect purple & grey if do
not need 0-10V dimming)
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Anti-lightleak clip
End cap
Diffuser
Carrier
Main profile
Hexagonal screw driver
Straight connector
Connection cable
AC cable

a b c

Use straight connectors to do mechanical
connection, use connection cable to do
electric connection, then plug-in AC cable.
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Suspension Extension (optional)
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Option: 1

Option: 2

     
     
    
        

       
  

J box
Canopy bracket 
Screw
Power canopy
Davit
Screw nut for davit
Wire locker
Clip
Round-head screw
Lighting fixture
Expansion tube
Pendant head
Self-tapping screw
Non power canopy
Davit
AC cable

①
②
③
④
⑤
⑥
⑦
⑧
⑨
⑩
⑪
⑫
⑬
⑭
⑮
⑯

1. Install canopy bracket to J box;
2. Attach power canopy plate to canopy bracket;
3. Connect power according to wiring diagram;
4. Attach non power canopy plate to ceiling or follow 

option 2 w/o non power canopy;
5. Snap clip into fixture.
6. Light up,use the silicon to fill the gap in the connection or 

end caps position from outside if there is the lightleak.

Silicon Silicon


