
POWER INDICATOR
The outer ring of the power button is divided into
4 segments representing the current battery level.

LEO™ 1800 FLEX

The Leo 1800 Flex is a durable, �ex-powered,  
1800 lumen �ashlight with 5 light modes, 
6x adjustable zoom, and magnetic base.

To charge, connect the �ashlight to a power 
source using the included USB cable.

75% 50%

OPERATION
Press power button       to turn the unit on. Press 
and release repeatedly to cycle through modes: 

High > Medium > Low > Off

After 8 seconds of button inactivity, the next 
press will turn the �ashlight Off.

TURBO
Press and hold the power button to activate Turbo.

STROBE
Double-tap the power button to activate Strobe.

DIRECT�TO�LOW 
Press and hold the power button from Off.

LOCKOUT 
Triple press the power button from Off to toggle 
Lockout On and Off.

POWER
SOURCE

USB-C

USB-C

ALKALINE BATTERIES
This �ashlight also runs on disposable alkaline 
batteries. To install, unscrew the bottom cap 
and remove the lithium-ion battery. Load the 
included battery adapter with (3) AAA alkaline 
batteries and insert the adapter into the �ashlight. 
Reinstall the bottom cap.
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LITHIUM-ION BATTERY:

ALKALINE BATTERIES:

6X ADJUSTABLE
ZOOM

IPX7 WATERPROOF
1 METER � 30 MIN

MAGNETIC
BASE

FLEX�POWER™

AAA

DO NOT mix old and new batteries.

DO NOT mix alkaline, standard (carbon-zinc), or 
rechargeable (Ni-Cad, Ni-MH, etc.) batteries.

BATTERY ADAPTER

25% Less than 10%

100%

If you experience a problem, please do not 
return to your local store. Contact our 
Customer Service team at 800-255-6061
or NEBOLIGHTS.com

For warranty information or to register
you product, visit OUR WEBSITE


